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Trailer Rental Information

SK

TRINITY

EagleBridge (2027)

Jerrys Keith’s ..

Side Wall Height: 68" Number of Axles: 2

Front Top Rail Height: 10.38" [|Overall Spread: 49"

Rear Top Rail Height: 10.14" _ Lightweight,
Overall Height: 11.21" Drum Type: Steel Shell
Capacity (Cu. Yards): 65.04 ||Brake Type: Drum Brakes
Est. Unloaded Weight: 13,702 Lbs| |Brake shoes: OE Meritor 212

Liners

Length: 42' Floor Liner: /4" UHMW
Trailer Width: 102" Side Liner: 3/16" UHMW
Belt Width: 48" : : . .| High (20"-34"
Kingpin Setting: 36" Side Liner Height Above Slope)

Door Type: Top Hinge[|Tarp Style: Shur-Loc Style
Lower Door Function: Slide Up ||Tarp Operation: Electric W/Remote
Opening Function: Hydraulic | |Tarp Material: 22 Ounce
Slide up Door Composite: |Aluminum||Tarp Color: Black

Unload System:

Unload System
PTO and 20HP Gas Pony Motor *

PTO Couplers:

Male Coupler - Pioneer Style, 1"

Female Coupler - Pioneer Style, 1"

Hydraulic Valves: LX6 Manifold
Hydraulic Qil: Standard
Hydraulic Motor Size: 240

Notes:

* The 20HP pony motor is an external gas generator that can be used to operate the
trailer's hydraulic unloading system without having a truck hooked up to the trailer.

The down payment must be paid before the trailer leaves J&K property. The down
payment is meant to cover excesive damage that does not fall under "normal wear
and tear". The down paymnet is refundable once the trailer is inspected at the end of
the rental term and deemed to have NO excesive damage. [see rental aggreement for

exact terms and conditions]







